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 Breeching Inlet 2 - Way 4 - Way

 Part No MT- 401023 MT- 401063

 Dimensions (mm) W x D x H 300 x 225 x 100 330 x 215 x 150

 D Inlet connections 2 x 65mm Inst Male BS336 4 x 65mm Inst Male BS336

 Outlet connection 100 mm (4”) Flange drilled NP16 BS4504 150 mm (6”) Flange drilled NP16 BS4504

 Weight (kg) 16.0 32.0

INTERNATIONAL SALES
Angus Fire Ltd 
Angus House, Haddenham Business Park,
Pegasus Way, Haddenham, Aylesbury, HP17 8LB, UK
Tel: +44 (0)1844 293600  •  Fax: +44 (0)1844 293664

UK SALES
Angus Fire Ltd 
Station Road, Bentham, Lancaster, LA2 7NA, UK
Tel: +44 (0)1524 264000  •  Fax: +44 (0)1524 264180

Email: general.enquiries@angusuk.co.uk   •   Web: www.angusfire.co.uk

2 Ways Breeching Inlet MT-401023

4 Ways Breeching Inlet MT-401063

Manufactured and approved to BS5041-3

Common features

z  Construction and performance in accordance with BS5041 part 3

z  Materials - Ductile Cast Iron Body with Gunmetal fittings

z  Inlets complete with spring loaded non-return valves and plastic blanking caps

z  Fitted with BS5154 25 mm (1”) brass drain valve complete with cap & chain

z  Working Pressure 20 bar, Test Pressure 30bar. Non-return valve test pressure 1.7 bar

z  Finish - Red RAL3000

2 Way Breeching 4 Way Breeching

Licence No. KM 647384
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